
Brewing / Cleaning Guide

Bunn Unit

Filling The Machine

1. Pull back tab on liquid
  coffee canister, but do not
  remove it completely.  Be
  sure to place regular
  coffee on left side of
  interior cavity and decaf
  coffee on right.

2.  Insert stainless steel straw 
of pump tubing into liquid 
canister.

3. When changing the
 canister, remove straw 

with  pump tubing and 
wipe clean.  Remove 
empty liquid coffee

 canister and replace 
with new.  Place empty

 canisters in recycle bin.

Note: If pump tubing needs 
to be replaced call Kraft 
service at 1-800-7-MAX-
WELL.  The replacement 
instructions are on the 
interior of door.
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Enjoy all the rich ÿavor youõve been looking for from a liquid coffee with the added convenience and 
ÿexibility of on-demand equipment.  The following step by step guide will ensure your success with 
the operation and maintenance of your Maxwell HouseÈ frozen liquid coffee program.

Door Instruction

Pump Tubing Chamber
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1. Place cup under spout and pull lever 
foward and hold until cup is 2/3 full. 
If using a portion controlled machine 
pull lever foward and release for preset 
portion.

Brewing Guide
Press White Preset Portion
Button Here, If Applicable

Portion Set 
When Illuminated

2. If using preset portion function on standard 
machine push preset portion button as shown 
above - portion light will illuminate and then 
pull lever forward to dispense coffee.  Coffee 
will stop ÿowing once preset portion is

 dispensed, but if for some reason it doesnõt 
push Stop button as shown.

3. Dispence hot water by pushing 
the yellow button until cup is full.  
Note: If the power is shut off

 temporarily and locks the
 machine, simply turn off the 

machine power switch for 30 
 seconds and turn it back on -
 if the problem does not correct 

itself, call for service.
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